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Mabanol Demould C EM Eco 

Release agent emulsion for in-situ and exposed concrete 

Features 
Mabanol Demould C EM Eco is a solvent- and 
mineral oil-free, aqueous release agent emul-
sion based on renewable raw materials. 
Mabanol Demould C EM Eco is particularly 
recommended for in-situ and exposed con-
crete. 
 

Properties 
Mabanol Demould C EM Eco ensures easy 
and quick demoulding and is gentle on mate-
rials. The pressure-resistant and stable re-
lease film prevents build-ups even in inacces-
sible places. The product is anti-corrosive and 
does not have an aggressive effect on paint, 
plastic and metal. The product does not resin-
ify. 
 
 
 
 
 
 
 
 
 

Application 
The application should ideally be carried out 
by spraying at 4-6 bar using a flat jet nozzle. 
Care must be taken to ensure even and eco-
nomical application.  
 

Do not allow residual amounts of the release 
agent to enter the wastewater and soil. It is 
recommended not to dispose of the product 
together with lubricants containing mineral oil, 
as this can have a negative impact on the 
processing of used oil. 
 

1 liter of Mabanol Demould C EM Eco is 
enough for approx. 60-70 m² depending on 
the application and type of formwork. 
 
 
 
 
 
 
 
 
 
 

 
 

 

 

 

 

 

Data 

 Test method Unit Value 

Appearance Visually  milky white 

Density at 20°C DIN 51 757 g/cm3 0,970 
Flash point    non-flammable 
Processing temperature  °C > -3 
GIS-Code   BTM 05 

Updated in September 2024 
 

The above values may vary within the commercial limits.  
 

Customs Tariff No.: 3823 1990 


