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Mabanol Demould S 4 Eco 

Easily biodegradeable release agent for the concrete industry 

Features 
Mabanol Demould S 4 Eco is a readily biode-
gradable release agent for the concrete indus-
try, ensuring good exposed concrete quality. It 
is based on a mixture of fatty acid esters with 
active ingredients and does not contain any 
mineral oil. Mabanol Demould S 4 Eco can be 
used for all common formwork and can also 
be used as a release agent in precast con-
crete plants in order to reduce the number of 
products. 
 

Properties 
Mabanol Demould S 4 Eco ensures easy and 
quick demolding and is gentle on materials. 
The pressure-resistant and stable separating 
film prevents build-ups even in inaccessible 
places. There is good compatibility with polyu-
rethane and two-component acrylic paints. 
Contact with Styrofoam should be avoided. 
 
 
 
 
 
 
 
 

Application 
The application should ideally be carried out 
by spraying at 4-6 bar using a flat jet nozzle. 
Care must be taken to ensure even and eco-
nomical application. Stirring may be neces-
sary if the product is stored for a long period 
of time at very low temperatures. It is recom-
mended to store the product at room tempera-
ture. 
 

Do not allow residual amounts of the release 
agent to enter the wastewater and soil. It is 
recommended not to dispose of the product 
together with lubricants containing mineral oil, 
as this can have a negative impact on the 
processing of used oil. 
 

1 liter of Mabanol Demould S 4 Eco is enough 
for approx. 40-70 m² depending on the appli-
cation and type of formwork. 
 
 
 
 
 
 
 
 

 
 
 

Data 

 Test method Unit Value 

Appearance Visually  golden yellow 
Color DIN ISO 2049  L2,5 

Density at 15°C DIN 51 757 g/cm3 0,880 
Kin. Viscosity at 40°C DIN 51 562-1 mm²/s 4,0 
Flash point  DIN EN ISO 2719 °C > 180 
Pourpoint DIN ISO 3016 °C < -10 
Biol. Degradability OECD 301 B % 85 
GIS-Code   BTM 10 
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The above values may vary within the commercial limits.  
 

Customs Tariff No.: 3403 9900 


