
 
 

 
Mabanol GmbH & Co. KG, Am Strandkai 1, 20457 Hamburg, Deutschland 

Telefon +49 (0)40 36809988, Telefax +49 (0)40 36901781, 
eMail: info@mabanol.com, Internet: www.mabanol.com 

 
Mabanol Demould Y 22  

Label-free rust oil for the aerated concrete industry 

Features 
Mabanol Demould Y 22 is a label-free special 
release agent for use in the production of aer-
ated concrete. The product is based on spe-
cial naphthenic base oils with selected active 
ingredients and has proven particularly effec-
tive as a rust oil. It can also be used as mixer 
protection. 
 

Properties 
Mabanol Demould Y 22 forms a solid release 
film in just a few minutes, making it more diffi-
cult for concrete and mortar to stick to metal 
and painted surfaces, even in inaccessible 
places. Using it as a rust oil ensures that the 
blocks can be lifted quickly and cleanly with-
out any caking. 
 
 
 

Application 
The application should ideally be carried out 
by spraying at 4-6 bar using a flat jet nozzle 
immediately after cleaning onto the still wet 
surface. Care must be taken to ensure even 
and economical application. 
 

Do not allow residual amounts of the release 
agent to enter the wastewater and soil. It is 
recommended not to dispose of the product 
together with lubricants containing mineral oil, 
as this can have a negative impact on the 
processing of used oil. 
 
 
 
 
 
 
 

 
 
 

 

 

 

 
 

 

 

 

 

Data 

 Test method Unit Value 

Appearance Visually  golden yellow to brownish 
Color DIN ISO 2049  L3,5 

Density at 15°C DIN 51 757 g/cm3 0,875 
Kin. Viscosity at 40°C DIN 51 562-1 mm²/s 22 
Flash point  DIN EN ISO 2719 °C > 120 
Pourpoint DIN ISO 3016 °C < -20 
GIS-Code   BTM 10 
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The above values may vary within the commercial limits.  
 

Customs Tariff No.: 2710 1991 


