
CAR CARE PRODUCT LINE 
ADDITIVES, SPRAYS & CLEANERS



MAbANOL DPF CLEANER IS AN ADDITIVE 
SUITAbLE FOR ThE REgENERATION AND 
IMPROVEMENT OF LOADED DIESEL PAR-
TICULATE FILTERS. 

ApplicAtion 
The additive is suited to vehicles equipped 
with a DPF operating predominantly in city 
traffic (short distance driving, stop and go). 
It should be added to the fuel tank. The mi-
nimum fuel volume should be 10 litres. 300 
ml are sufficient for 40 to 80 litres of diesel 
fuel. For an optimum result please apply to 
every third full fuel tank. Do not use in ve-
hicles that already use an additive dosing 
system (e.g. fuel borne catalysts).
properties 
Mabanol DPF Cleaner ensures the reduction 
of the combustion temperature of the soot 
in the particulate filter. The product prevents 
loss of power and increased fuel consumpti-
on due to clogged particulate filters.

DPF CLEANER

MAbANOL PREMIUM DIRECT INjECTION 
PETROL ENgINE CLEANER IS A FUEL AD-
DITIVE ThAT CLEANS PETROL INjECTION 
ENgINES (wITh OR wIThOUT CATALYTIC 
ExhAUST gAS CONVERTERS).

ApplicAtion
Mabanol Premium Direct Injection Petrol En-
gine Cleaner needs to be added to the tank. 
The ideal dosage is one tin for 50 – 60 liters 
of fuel. 
properties
Mabanol Premium Direct Injection Petrol 
Engine Cleaner guarantees a good vaporiza-
tion. Besides cleaning the injection system, 
the product prevents knocking and rough 
idling. It reduces the emission of smoke, es-
pecially under full loads. Mabanol Premium 
Direct Injection Petrol Engine Cleaner is desi-
gned to prevent increased fuel consumption 
caused by inadequate fuel injection.

MAbANOL DIRECT INjECTION DIESEL 
ENgINE CLEANER IS A CLEANINg AgENT 
FOR ELECTRONICALLY AND MEChANI-
CALLY CONTROLLED INjECTION NOzz-
LES ENSURINg PRECISE ATOMIzATION 
OF ThE DIESEL FUEL.

ApplicAtion 
The additive can be added either A) into the 
fuel tank or B) by filling it into the diesel fil-
ter.
A) Add it directly to the fuel tank at a ratio 
of one tin to 60-70 litres of fuel. A minimum 
content of at least 10 litres of fuel is a pre-
requisite for the usage of the additive. Once 
that is done please conduct a test drive and 
cover a distance of around 30 km to verify if 
the performance is satisfactory.
B) Additive usage through the diesel filter: 
please replace the diesel filter prior to using 
the additive. Fill up the filter with one tin of 
the product, then ventilate. Start the motor 
and run at different speeds (at max. 2000 
RPM) for a period of 10 minutes.  
properties 
Mabanol Direct Injection Diesel Engine Clea-
ner ensures an excellent vaporization. Apart 
from cleaning the injection system, the ad-
ditive product prevents knocking and rough 
idling. It cuts down the emission of smoke 
especially under full loads.

INjECTION CLEANER 
DIESEL

INjECTION CLEANER 
PETROL



MAbANOL ULTRA STRONg bRAkE CLEA-
NER IS A hYDROCARbON-bASED VOLA-
tile degreaser and brake cleaner.  

ApplicAtion 
It removes greasy or resinous residues du-
ring servicing, repair and prior to assemb-
ling. The product can be used to remove oils 
and residues, synthetic oils and silicon resi-
dues as well as to remove and activate parts 
before gluing and painting. Mabanol Ultra 
Strong Brake Cleaner is ideal for residue-free 
cleaning. Before using the product please 
check plastic and paint suitability. Spray onto 
the parts to clean and allow it to take effect.    
properties 
Mabanol Ultra Strong Brake Cleaner is free 
of any chlorinated and halogenated hydro-
carbons. The product ensures optimal oil and 
grease cleaning as well as offering a low eva-
poration rate. Mabanol Ultra Strong Brake 
Cleaner cleans without leaving stains. 

bRAkE CLEANER

MAbANOL ULTRA STRONg RUST RE-
MOVER IS A RUST SOLVENT bASED ON 
A MINERAL OIL FORMULATION wITh 
ExCELLENT PENETRATINg PROPERTIES, 
ExCELLENT CORROSION PROTECTION 
AND OMC2-ADDITIVES FOR bEST FRIC-
TION VALUE REDUCTION ThANkS TO 
MICRO-FLOw SMOOThINg.  

ApplicAtion 
Spray Mabanol Ultra Strong Rust Remover 
on the parts (e.g. screws or bolts) that need 
to be treated and allow it to take effect. In 
case of heavily rusted parts the time for pe-
netration can be extended.  
properties 
Mabanol Ultra Strong Rust Remover is free 
of resins, silicones and acids. Special corro-
sion protection additives ensure very good 
corrosion protection. Thanks to its optimum 
penetrating properties, the product guaran-
tees excellent rust penetration and a high 
rust solution, even in tight spaces or uneven 
surfaces. 

RUST REMOVER

MAbANOL RADIATOR SEALANT IS A 
hIgh PERFORMANCE SEALANT DESIg-
NED FOR USE IN COOLINg SYSTEMS. ThE 
PRODUCT PROTECTS COOLINg SYSTEMS 
AND COMbUSTION ChAMbERS AgAINST 
SEALINg DAMAgES AND INCREASES 
OPERATINg SAFETY.  

ApplicAtion 
Before using Mabanol High Performance 
Radiator Sealant shake the bottle. Open the 
heating valve completely, the engine should 
be at operating temperature and pour the 
content into the running engine’s cooling 
system. Fill cooling water. After filling, leave 
engine running for a further 10 minutes or 
do a test drive. Check cooling water level, 
ventilation and system sealing. The content 
of a tin is suitable for 10l of coolant. When 
used in commercial vehicles kindly consider 
the mixing ratio of max. 1:100. It is compa-
tible with anti-freeze and coolants.
properties 
Mabanol Radiator Sealant ensures the per-
manent sealing of hairline cracks and leaks. 
The product prevents sealant sweating and 
coolant water loss. The radiator sealant 
should not be used when a filter is used in 
the cooling system.   

RADIATOR SEALANT
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MAbANOL wIRE ROPE gREASE IS A CORROSION 
PROTECTION wAx ThAT CAN bE USED IN VARIOUS APPLICA-
TIONS.  

ApplicAtion 
Thoroughly clean the parts where Mabanol Wire Rope Grease is to 
be applied with a brake cleaner whereupon you can use the grease 
by spraying evenly. Repeated application will lead to the formation 
of a thick protection film.
properties 
Mabanol Wire Rope Grease lubricates wire ropes on lift and convey-
or systems, carrying and lifting ropes and winches. It also offers pro-
tection to car underfloors and provides protection against corrosion, 
moisture and wear (thanks to its OMC2 agents).
A high degree of weather resistance allows fine adhesion and pre-
vents draining even under rather severe circumstances such as the 
exposure to direct sunlight. 
Further to the above the product reaches into tight spaces.

wIRE ROPE gREASE

MAbANOL SUPER UNIVERSAL CAR INTERIOR CLEANER IS AN 
ACTIVE FOAM CLEANINg SPRAY whICh PROVIDES ExCEL-
LENT wETTINg AND CLEANINg.   

ApplicAtion 
The product can be used on smooth surfaces such as mirrors, glass 
panes, etc. as well as on plastic parts in the vehicle and upholstery 
(except leather). Shake before use and spray on surface and allow 
active foam to take effect briefly. Polish with a lint-free cloth, paper 
towel or microfiber cloth. Do not apply to hot surfaces or use in di-
rect sunlight.
properties 
Mabanol Super Universal Car Interior Cleaner can be used for dif-
ficult-to-reach areas and provides a swift and streak-free cleaning. 
The active foam contributes to removing road dust, insects, nicotine 
and silicon. It is suited to all surfaces and offers a good compatibili-
ty with e.g. paints, rubber, plastics and upholstery. Mabanol Super 
Universal Car Interior Cleaner is economical in use.  

interiOr cleaner 


