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Mabanol Stamp 1 F
verdunstendes Öl - Fluchtöl

vanashing oil
1,3 76 1b 1-2 mm 1-2 mm - - - - P + + + + + - - + - -

Mabanol Stamp 2 F
verdunstendes Öl - Fluchtöl

vanashing oil
1,7 76 1b 3 mm 3 mm - - - - P + + + + + - - + - -

Mabanol Stamp 6 F
verdunstendes Öl - Fluchtöl

vanashing oil
1,5 65 1b 1-2 mm 1-2 mm - - - - P + + + + + - - + - -

Mabanol Stamp 6 FE
verdunstendes Öl - Fluchtöl

vanashing oil
3 105 1b 2 mm 2 mm - - - - P + + + + + - - + - -

Mabanol Stamp 10 F
verdunstendes Öl - Fluchtöl

vanashing oil
1,6 81 1b 3 mm 3 mm - - - - P + + + + + - - + - -

Mabanol Stamp 20 F
verdunstendes Öl - Fluchtöl

vanashing oil
1,9 66 1b 3 mm 3 mm - - - - P + + + + + + - + - -

Mabanol Stamp 40 F
verdunstendes Öl - Fluchtöl

vanashing oil
2,8 65 1b 3 bis 5 3 bis 5 - - - - P + + + + + + - + - -

Mabanol Stamp 30 AS
Umformöl für Kohlenstoffstahl

forming oil for general-purpose carbon steel
31 170 4c 6 mm P - - - P + + - - - + + + - -

Mabanol Stamp 39 AS
Umformöl für Kohlenstoffstahl

forming oil for general-purpose carbon steel
39 180 4b 6 mm P - P - P + + - - - + + + - -

Mabanol Stamp 83 AS
Umformöl für Kohlenstoffstahl

forming oil for general-purpose carbon steel
83 170 4b 8 mm P - - - P + + - - - + + + + -

Mabanol Stamp 85 AS
Umformöl für Kohlenstoffstahl

forming oil for general-purpose carbon steel
83 183 4c 8 mm P - - - P + + - - - + + + + -

Mabanol Stamp 91 AS
Umformöl für Kohlenstoffstahl

forming oil for general-purpose carbon steel
90 171 4c 10 mm P - - - P + + - - - + + + + -

Mabanol Stamp 145 AS
Umformöl für Kohlenstoffstahl

forming oil for general-purpose carbon steel
145 180 3b 5 mm 2 mm P - P - P + + - - - + - + + -

Mabanol Stamp 175 AS
Umformöl für Kohlenstoffstahl

forming oil for general-purpose carbon steel
175 170 4b 10 mm P - P - P + + - - - + + + + +

Mabanol Stamp 250 AS
Umformöl für Kohlenstoffstahl

forming oil for general-purpose carbon steel
250 180 4b 8 mm P - P - P + + - - - + + + - +

Mabanol Stamp 38 ASR
Umformöl für rostfreien Stahl

forming oil for stainless steel
38 190 4c 6 mm 3mm P - - - P + + + - - + + + - -

Mabanol Stamp 63 ASR
Umformöl für rostfreien Stahl

forming oil for stainless steel
63 162 4c 5 mm P - - - P - + + - - + + + - -

Mabanol Stamp 75 ASR
Umformöl für rostfreien Stahl

forming oil for stainless steel
75 162 4c 7 mm P - - - P - + + - - + + + - -

Mabanol Stamp 92 ASR
Umformöl für rostfreien Stahl

forming oil for stainless steel
92 150 4c 8 mm P - - - P + + + - - + + + + +

Mabanol Stamp 166 ASR
Umformöl für rostfreien Stahl

forming oil for stainless steel
166 160 4c 10 mm P - - - P - + + - - + + + - -

Mabanol Stamp 90 ASR
Umformöl für Kohlenstoff- und rostfreien Stahl

forming oil für carbon and stainless steel
89 181 4b 6 mm 6 mm P P - - P + + + - - + - + - -

Mabanol Stamp 98 ASR Eco
Umformöl für Kohlenstoff- und rostfreien Stahl

forming oil für carbon and stainless steel
98 170 4b 8 mm 8 mm P P - - P + + + - - + - + - -

Mabanol Stamp 116 Concentrate
Wassermischbares Umformöl

water miscible forming oil
140 >100 1b 3 mm - P - - P + - - - + + - - - -

Mabanol Stamp 190 Concentrate
Wassermischbares Umformöl

water miscible forming oil
193 >100 4c 3 mm P - - - P + - - - + + - - - -

+ geeignet / recommended Stand/Issue: 22.06.2026

- nicht geeignet / not recommended
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