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PREMIUM PERFORMANCE

Special hydraulic oil for freight and passenger elevators

Application

In elevator technology, high loads occur at low
sliding speeds. Precise and smooth positioning
without stick-slip is therefore of great
importance. Mabanol Lift hydraulic oils are
particularly suitable for hydraulic systems that
place these high demands on precise control
and regulation technology. The pronounced
multi-grade characteristics of Mabanol Lift also
allow for safe operation with maximum
smoothness when starting up from sub-zero
temperatures or operating at widely fluctuating
temperatures. This also permits their use in
outdoor elevators.

Properties

Mabanol Lift hydraulic oils are mineral oil-
based, shear-stable hydraulic fluids with
particularly favorable viscosity-temperature
characteristics (high viscosity index). Optimal
wear, corrosion, and oxidation protection
properties ensure maximum operational
reliability of hydraulic systems with long oil
change intervals and Ilow maintenance
requirements. Stick-slip is  effectively
prevented. The excellent filterability of
Mabanol Lift reliably prevents filter blockages.
Mabanol Lift hydraulic oils exceed the
requirements for HVLP hydraulic oils according
to DIN 51 524 T3.

Standards
e HVLP according to DIN 51524 Part 3
¢ HV according to 1ISO 11158

Data Viscosity Classification
Test method Unit 32 46
Density at 15°C DIN 51 757 g/cms 0,867 0,870
Kin. Viscosity at 40°C DIN EN ISO 3104 mm?2/s 32,1 45,6
Kin. Viscosity at 100°C DIN EN ISO 3104 mm?2/s 6,19 8,05
Viscosity Index (VI) DIN ISO 2909 145 150
Flash point COC DIN ISO 2592 °C 222 232
Pourpoint DIN ISO 3016 °C -39 -39
FZG test A/8, 3/90 DIN ISO 14635 SKS 10 12
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The above values may vary within the commercial limits.

HS Code: 2710 1983
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