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Mabanol Meisselhammerpaste 

Mabanol Chisel Paste 

High-pressure paste with solid lubricants

Application 
Mabanol Meisselhammerpaste has been de-
signed for the lubrication of hydraulic chisel 
hammers that work under the most severe im-
pact and load conditions. Due to its special for-
mulation, it offers effective and long-lasting 
protection and ensures extended relubrication 
intervals. Mabanol chisel hammer paste is en-
riched with solid lubricants that provide addi-
tional protection to the metal surfaces even un-
der the most difficult conditions. 
 
 
 
 
 
 
 
 

Properties 
Mabanol Meisselhammerpaste is a lithium 
complex grease based on mineral oil. It con-
tains EP additives, corrosion inhibitors and 
solid lubricants. The product offers a high pres-
sure absorption capacity, good oxidation and 
water resistance as well as excellent wear pro-
tection. Mabanol chisel hammer paste also of-
fers good mechanical stability, effective rust 
protection as well as a very wide temperature 
range and long storage times. 
 
Standards 

• NLGI-Grade 2 

• MPF 2U-30 

• ISO-L-X-BGEB2 
 
 

 
 
 
 
 
 
 
 
 
 
Data  

 Test method Unit Value 

Thickener   Lithium-Complex 
Colour   Black 
Dropping point  ASTM D 2265 °C > 265 
Worked penetration at 25°C ASTM D 217 1/10mm 265 - 295 
Base oil viscosity at 40°C ASTM D 445 cSt 220 
Four ball test, WP ASTM D 2596 N 4000 
Four ball test, LWI ASTM D 2596  65 
Temperature range  °C -30 to +1100 
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The above values may vary within the commercial limits. 
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