
 

       
 
 
 

Mabanol Pirate Pace 10W-60 
High Performance Engine Oil designed for Use in Passenger Car and 
Racing Engines 

 
Application 
Mabanol Pirate Pace 10W-60 is a synthetic 
high performance passenger car engine oil 
specially designed for use in racing vehicles 
as well as gasoline and diesel engines with or 
without turbocharger. 
Mabanol Pirate Pace 10W-60 can also be 
used in engines that require ACEA A3/B4 
engine oil. 

Properties 
Mabanol Pirate Pace 10W-60 is a multigrade 
engine oil. High quality base oils and a special 
additive package ensure an excellent level of 
engine cleanliness and protection against 
wear and corrosion as well as outstanding 
dispersing and detergent properties. 

 
Specifications 
• SAE Grade 10W-60 
• API SL/CF 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Data 
 Test method Unit Value 
Density at 15°C DIN 51 757 g/cm³ 0,866 
Dyn. Viscosity at -25°C ASTM D 5293 mPa s 5.340 
Kin. Viscosity at 40°C DIN EN ISO 3104 mm²/s 173 
Kin. Viscosity at 100°C DIN EN ISO 3104 mm²/s 24,4 
Viscosity Index (VI) DIN ISO 2909  173 
Flash point COC DIN ISO 2592 °C 232 
Pourpoint DIN ISO 3016 °C -39 
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The above values may vary within the commercial limits. 
 

Customs Tariff No.: 2710 1981 
 
 

Mabanol GmbH & Co. KG, Koreastraße 7, 20457 Hamburg, Deutschland 
Telefon +49 (0)40 36809988, Telefax +49 (0)40 36901781, 

Email: info@mabanol.com, Internet: www.mabanol.com 
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