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Mabanol Sigma Food EP 2-400 

High-performance grease for the food and feed industry

Application 
Mabanol Sigma Food EP 2-400 is a synthetic 
high-performance grease that was specially 
developed for the lubrication of machines in 
the food processing industry. Food and feed 
processing systems are exposed to a wide 
range of operating conditions, such as ex-
treme operating temperatures or high levels of 
water, steam and cleaning agents. 
Mabanol Sigma Food EP 2-400 is ideal for 
lubricating plain and roller bearings as well as 
joints and has proven particularly effective 
when used in pellet presses. 
The grease is FDA approved for unintentional, 
occasional contact with food. 
 
 
 
 

Properties 
Mabanol Sigma Food EP 2-400 is based on a 
synthetic base oil with a calcium sulfonate 
complex thickener. The product offers excel-
lent mechanical stability and excellent re-
sistance to water washout as well as very 
good oxidation and wear protection. Mabanol 
Sigma Food EP 2-400 enables safe lubrica-
tion over a wide temperature range and en-
sures a long bearing life. 
 
Standards 

• NLGI-Grade 2 

• NSF H1 (registration no. 171954) 
 
 
 

 
 
 
 
 
 
 
 
Data  

 Test method Unit Value 

Thickener   Ca-sulfonate 
Colour   Yellowish-brown 
Dropping point  ASTM D 97 °C 318 
Base oil viscosity at 40°C ASTM D 445 mm²/s 400 
VKA, welding load ASTM D 2596 N 4000 
Water washout at 80°C ASTM D 1264 % 0,5 
Bearing life at 160°C ASTM D 3527 h at 1000 rpm 260 

Mechanical stability ASTM D 217 
% Change at 

10000 Strokes 
4,5 

Salt fog corrosion ASTM B 117 h > 300 
Fe-8 (80 kN, 75 rpm, 500 h, 
80°C) 

DIN 51819 T1-T3  
Low wear of rollers, rings 

and cages 
Temperature range  °C -30 to +175 
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The above values may vary within the commercial limits. 
 


